
THE MOST WIDELY ACCEPTED APPARATUS FOR THE 
MEASUREMENT OF SMOKE GIVEN OFF BY BURNING 
MATERIALS. MEASURES SPECIFIC OPTICAL DENSITY 
UNDER FLAMING AND NON-FLAMING CONDITIONS. 
ALSO FOR EXTRACTION OF TOXIC GASES.

Available in either ASTM or ISO Options 
or Both Standards Combined.

FEATURES:

•Stainless steel Test Chamber coated with corrosion
  resistant lining.
•Full front door opening for easy cleaning.
•Specimen access door for use during testing.
•Interchangeable furnace assembly: ASTM E662 or ISO 5659-2
•Easy change from ASTM E662 horizontal furnace
  to ISO 5659-2 cone furnace
•One furnace assembly included (either ASTM E662 or ISO 5659-2)
•Additional Furnace system may be ordered as option.
•Photo Detector & Radiometer (light sensing instrumentation).
•Chamber pressure continuously monitored and digitally
 displayed on control panel.
•Automatic over-pressure relief system.
•Safety pressure relief blow out panel.
•Powered positive venting of smoke effluents after test.
•Easy to use Instrument Control Panel.
•Data acquisition system to record data during test.

MODELS SD-2 & SD-2-X 

PARTIAL LIST OF SPECIFICATIONS:
ASTM E 662, ISO 5659-2, ASTM F 814
NFPA 258, BSS 7239, AITM 2.0007,
AITM 3.0005

PARTIAL LIST OF SPECIFIERS:
Aircraft standards: Airbus, Boeing, FAA
Rail Car Standards: U.S. and Euro Rail
IMO




